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1. Introduction 



This User's Guide describes how to install, use, and troubleshoot the RATOC PCIFW1U 
1394 PCI Board(called PCIFW1U in this User's Guide). 

The information in the README.TXT file on the CD-ROM may include the latest information. 
Be sure to read the README.TXT file as well. 



1-1. Before Using the PCIFW1U 

• Never attempt to disassemble the PCI Board. 

• Do not bend, drop or strike the PCI Board or the cable, or subject it to heavy pressure. 

• Information in this document is subject to change without notice. 

• If you have any questions or find errors in this guide, do not hesitate to let us know. 



1-2. Package Confirmation 

• PCIFW1U 1394 OHCI PCI Board 

• D V 4pin - DV 4pin cable(6feet) 

• PCIFW1U capture software(CD-ROM) 

• Ulead Video Studio 4.0 SE Basic(CD-ROM) 

• User's Guide (This document) 

• LiveExpress/I V.2 Install and Basic Features(LiveExpress Manual) 

• Software License Agreement 



NOTE 

If any of these items are missing from the PCIFW1U retail package, contact your 
supplier immediately. 
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2. Setup the OHCI Driver 



This section describes the OHCI driver installation. First, confirm your Windows version. 

When your Windows version is Windows 98, go to the section 2- 1 . 

When your Windows version is Windows 98 SE(Second Edition), go to the section 2-2. 

When your Windows version is Windows 2000, go to the section 2-3. 

When your Windows version is Windows Me(Millennium Edition), go to the section 2-4. 



To use the PCIFW1U on Windows 98, follow steps through. 

Make sure your Windows is Windows98 by checking the "Properties" of "My Computer" 
If the number is under 4. 10.2222, you have Windows98. 



2-l.Windows 98 Installation 
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Stepl.Install the PCIFW1U into a PCI slot 



Install the PCIFW1U into a slot and push it in until it is firmly seated. 

Connect the white HDD Connector on the PCIFW1U PCI Board(Jl Connector) 

to a HDD power connector of your PC. 




Jl Connector 



Step2.Install the OHCI driver 



1 .When the PCIFW1U is installed into a PCI slot, Hardware Wizard will detect the 
PCIFW1 U automatically and you will see the screen below. Click [Next] . 



Add New Hardware Wizard 




2. When the following window appears, select [Search for the best driver for your device 
(Recommended)]. Then click [Next]. 



Add New Hardware Wizard 
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3. When the following window appears, click [Next] . (You do not have to check any boxes) 



Add New Hardware Wizard 




Windows will search for new drivers in its driver database 
on your hard drive, and in any of the following selected 
locations. Click Next to start the search. 

I - Floppy di:l drive:- 
T CD-ROM drive 



P Microsoft Windows Update 

\~ Specify a location: 
|EAWIN98 





_ 



< Back 



Next > 



Cancel 



4.When the following window appears, select [The updated driver (Recommended) 
NEC Firewarden OHCI Compliant IEEE 1394 Host Controller]. Then click [Next]. 



Add New Hardware Wizard 




Windows has found an updated driver for this device, and 
also some other drivers that should work with this device. 



What do you want to install? 

'* Jhe updated drivei iRe'iomrriendedj 

NEC Firewarden OHCI Compliant IEEE 1394 Host 



w List... 



Controller 
(~ One of the other drivers. 




6.When the following window appears, insert the Windows 98 CD-ROM into the CD-ROM 
drive. Then click [OK]. 



Insert Disk 



Please insert the disk labeled Windows 98 CD-ROM', and then click 
OK. 




7.1f the following window appears, type "D:\Win98" or "C:\Windows\options\cabs" in the 
Copy files from box, where "D" means the CD-ROM drive. After that, click [OK] . 

If your CD-ROM drive is not "D", you must replace "D" to the appropriate drive name. 
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Step3.Verify the OHCI driver installation 

To verify the OHCI driver installation, follow steps through. 

1 .Click My Computer with the right button of the mouse. 

2. Select Properties. 

3. Click the Device Manager tab. 

4 Double-click "1394 Bus Controller". 

5. If there is a NEC Firewarden OHCI Compliant IEEE 1394 Host Controller string 
without any yellow "!" marks or red "X" marks under the 1394 Bus Controller, 
the OHCI driver for the PCIFW1U is installed correctly. 



Check here 



1394 Bus Controller 



Computer 

|i=m§H 

4* NEC Firewarden OHCI Compliant IEEE 1394 Host Controller 
|Ehi) CDROM 
El"@ Disk drives 
g]...(5) Display adapters 
\B - S ^b Floppy disk controllers 
[tl Hard disk controllers 
+ -j^J Keyboard 
EE]-® Monitors 
ES-i^ Mouse 

Network adapters 
[$]■ ■% PCMCIA socket 
tk jj Ports (COM & LPT) 
EjD -M System devices 
+ C&> Universal serial bus controller 





Properties I 


Refresh i 


Remove j 


Print... 



□ K 



Cancel 
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2-2.Windows 98 SE Installation 



To use the PCIFW1 U on Windows 98 Second Edition, follow steps through. 

Make sure your Windows is Windows98 Second Edition by checking the "Properties" 

of "My Computer". If you can find "Second Edition", you have Windows98 Second Edition. 



System Properties 



snerai jj Device Manager | Hardware Profiles | Performance | 



System: 

Microsoft Windows 98 
Second Edition 
4.1 0.2222 A 



HE 





Stepl.Install the PCIFW1U into a PCI slot 



Install the PCIF W 1 U into a slot and push it in until it is firmly seated. 

Connect the white HDD Connector on the PCIFW1U PCI Board(Jl Connector) 

to a HDD power connector of your PC. 




Jl Connector 



Step2.Install the OHCI driver 



1 .When the PCIFW1U is installed into a PCI slot, Hardware Wizard will detect the 
PCIFW1 U automatically and you will see the screen below. Click [Next] . 



Add New Hardware Wizard 





This wizard sean 



NEC Firewarden 
Controller 



A device driver is a software pi 
hardware device work. 



1394 Host 



Next > 



Cancel 
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2. When the following window appears, select [Search for the best driver for your device 
(Recommended)]. Then click [Next]. 



Add New Hardware Wizard 




3. When the following window appears, click [Next] . (You do not have to check any boxes) 



Add New Hardware Wizard 



Windows will search for new drivers in its driver database 
on your hard drive, and in any of the following selected 
locations. Click Next to start the search. 

|"~ Floppy di:l drive:- 

T CD-ROM drive 

P Microsoft Windows Update 

P Specify a location: 



4.When the following window appears, select [The updated driver (Recommended) NEC 
Firewarden OHCI Compliant IEEE 1394 Host Controller]. Then click [Next]. 




5. When the following window appears, click [Next]. 



Add New Hardware Wizard 
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6. When the following window appears, insert the Windows 98 Second Edition CD-ROM 
into the CD-ROM drive. Then click [OK] . 



□ 



Please insert the disk labeled Windows 98 Second Edition 
CD-ROM', and then click OK. 



OK 



7 .If the following window appears, type "D:\Win98" or "C:\Windows\options\cabs" in the 
Copy files from box, where "D" means the CD-ROM drive. After that, click [OK] . 

If your CD-ROM drive is not "D", you must replace "D" to the appropriate drive name. 



Copying Files.. 



The file '1 394bus.sys' on Windows 98 
Second Edition CD-ROM cannot be found. 



1 




8. When the following window appears, click [Finish] . 
You have now completed the installation of the OHCI driver. 



Add New Hardware Wizard 



NEC Firewarden OHCI Compliant IEEE 1394 
Host Controller 



Windows has finished installing the software that your new 
hardware device requires. 
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Step3.Verify the OHCI driver installation 

To verify the OHCI driver installation,follow steps through. 



1 .Click My Computer with the right button of the mouse. 

2. Select Properties. 

3. Click the Device Manager tab. 

4 Double-click "1394 Bus Controller". 

5. If there is a NEC Firewarden OHCI Compliant IEEE 1394 Host Controller string 
without any yellow "!" marks or red "X" marks under the 1394 Bus Controller, 
the OHCI driver for the PCIFW1U is installed correctly. 



Check here 



_ 



Computer 



1394 Bus Controller 



4& NEC Firewarden OHCI Compliant IEEE 1394 Host Controller 
CDROM 
Disk drives 
Display adapters 
Floppy disk controllers 
Hard disk controllers 
Keyboard 
Monitors 
Mouse 

Network adapters 
PCMCIA socket 
Ports (COM & LPT) 
System devices 
Universal serial bus controller 





Properties 1 


Refresh i 


Remove j 


Print... 



□ K 



Cancel 
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Step4.Microsoft Windows Update 



You should update your Windows 98 SE to improve performance. To update your Windows 98 

SE, follow steps through. 

1 .Click Start with the left button of the mouse. 

2. Select Windows Update. 

3 .You will see the screen below. Click PRODUCT UPDATES. 




Wefcoms to 
Windows Updatm 



i ii hijuii r 



Vl IM ft >l I .lli 

f lIh 1 .-! i v iVp l'.i ft- m i. in' 
*w*djiUMrl 
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II ■ UU-il i-k-ULIi lI 
S> m'fO-j n L <m. H lln 

J£4m. ■ uA*|| FAnO^ri 

Wu-.a.-: 

■vhbVta faJ-laM -nTi CT.+ 



Ha- ind ■ j- r ilrinm ii Unkmi lhad Aa^r. a ■ u |H In nanJ ■ sH 
.1 r.u. ..r. P ulr. - ■ Ii ■ U.J ILid.l, fa l.d ^ 



ii ■"■niuni ■ncUia Noicr / 

Hr-ki w.r. r.ulW .rl r .-J ,, 



LUIdllB •Li? IC |ll 4ra IlUR 

liMhW i»di r Bim 

drJib-'il-hVr+i'iTH. --'^k piim. tfr 

*Hi*a»+*#Cn?imiir 
tirv-c* hiit -i¥iilibk 



n ihi-.Tiurh-H .-Bbkr. .■ rrti liJriii— T su-H it r ri- 1 i - rrva-i- 

, r.r.U„ l-.nbdn. .-r.d-i TH,. .-mi-i ™ F , r H. raa.-an 



I u'.^dr mur |Jn-r. -.jpanl Hal I 

r-- "l"™ r— ■■ TA..J.n t 1*,!. 

«Pi I... U. .„ ,.u n.rf ..lu.,,.1 nnd 
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4You will see the screen below. Check Windows 98 Second Edition 1394 Storage 
Supplement and download the component. For more information on the component, refer to 
Read this first on the screen. 





ij^H'Wiiidows Update 



WMDflPrLL! 



ma rf mm i-ban I 



InliHtBd fcifl ■■■■ 

t££ml mam. TH jtb Kl LMUdjf I 



■VUi^Kri- i rial jjliJ Ii^Jli'i ICY ■■U'lL Li Ti k i'l , -]Kk <m 
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[jpiirvr 4 in, th* d- -rvr- .->j' - ■ r ix-i »i- taidmwift -I fi -^rim ■■ 
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2-3.Windows 2000 Installation 



To use the PCIFW1U on Windows 2000, follow steps through. 

Stepl.Install the PCIFW1U into a PCI slot 

Install the PCIF W 1 U into a slot and push it in until it is firmly seated. 

Connect the white HDD Connector on the PCIFW1U PCI Board(Jl Connector) 

to a HDD power connector of your PC. 




Jl Connector 
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Step2. Verify the OHCI driver installation 



When you install the PCIFW1U into a PCI slot, the OHCI driver is installed 
automatically by the Hardware Wizard.To verify the OHCI driver Installation, follow steps 
through. 



1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3 .You will see the screen below. Click the Hardware tab. 

4. Click the "Device Manager" button. 

0E 




xLsJ 



«i Art ■■ymo.r n- hKhS 



C^T'TT ^ T * - . 1 ,r. " K'* ^ ■h-""7 , Z ^"""^r; ■T^J^'J 



C™w^». 




■Click here 



5. If there is a NEC Firewarden OHCI Compliant IEEE 1394 Host Controller string 
without any yellow "!" marks or red "X" marks under the IEEE 1394 Bus host controllers, 

the OHCI driver for the PCIFW1U is installed correctly. 

■a g <$ 



L* 



> a ■j.-t.jiiT 
- ji 



- 5 

- dm** 



S!- : wi 
> r ]>*! j-J'.'ir *r-".r:- 



Check here 



2-4. Windows Me Installation 

To use the PCIFW1U on Windows Me, follow steps through. 



Stepl.Install the PCIFW1U into a PCI slot 

Install the PCIF W 1 U into a slot and push it in until it is firmly seated. 

Connect the white HDD Connector on the PCIFW1U PCI Board(Jl Connector) 

to a HDD power connector of your PC. 




Jl Connector 



Step2. Verify the OHCI driver installation 



When you insert the PCIFW1U into a PCI slot, the OHCI driver is installed 
automatically by the Hardware Wizard. To verify the OHCI driver installation,follow steps 
through. 

1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3. You will see the screen below. Click the Device Manager tab. 
4 Double-click "1394 Bus Controller". 

5. If there is a NEC Firewarden OHCI Compliant IEEE 1394 Host Controller string 
without any yellow " ! " marks or red "X" marks under the 1394 Bus Controller, 
the OHCI driver for the PCIFW1U is installed correctly. 




3. Setup the 1394 Device 



3-l.DVCAM Installation 



This section describes how to connect a DVCAM and install the DV driver. 

Connect the PCIFW1U and a DVCAM using a 1 394 cable attached to the DVCAM as shown 
below. And you must turn the DVCAM power switch on. 

When your Windows version is Windows 98, go to the section 3-1-1 . 

When your Windows version is Windows 98 SE(Second Edition), go to the section 3-1-2. 

When your Windows version is Windows 2000, go to the section 3-1-3. 

When your Windows version is Windows Me(Millennium Edition), go to the section 3-1-4. 




3-1-l.Windows 98 DV Driver Setup 

Step 1. Install the DV driver 



If you are using Windows98, you have to install the driver "SONYDVCR.SYS" 
attached to the RATOC IEEE1394 PCI Board CD-ROM.The SONYDVCR.SYS supports 
standard AVC/FCP command set, so it is compatible to all DVCAMs which come from any 
manufacturers such as SONY, Canon, Panasonic and JVC. 



1 .For the first time, you connect your D VCAM and turn it on, Hardware Wizard will 
detect your DVCAM and the following screen will appear automatically. Click [Next], 
(If the following screen did not start, please refer to Chapter 1 0-2.) 




Tbi 

rSJ'AirtinOJCn 



2.When the following window appears, select [Search for the best driver for your device 
(Recommended)]. Then click [Next], 



Allli Ml]k¥ H rilHwUtlR Wl/rWll 




Vtrit da you mrt Vndowi. In do? 



Ith the osrt nWw Iep sku device 



(* Disptap * fct at J (he aWeis K b 4>»ic 

bwfcn. W r.<n Vfbrf. Htg <if.-Fii yijy wgrt 



3. When the following window appears, check "Specify a location" box and type 
"D:\WIN98\NTSC", where "D" means the CD-ROM drive. If your CD-ROM drive is not 
"D", you must replace "D" to the appropriate drive name. If you have a "PAL" model 
DVCAM, please type "D:\WIN98\PAL". NTSC is used in the U.S.A. PAL is used in 
Europe and Asia(except Japan). Then insert the RATOC IEEE1394 PCI Board CD-ROM 
into the CD-ROM drive and click [Next]. 




4. When the following window appears, click [Next]. 



Add New llardwafs WiJiid 




-i V< is <fi*n ready Id *>5lal the bed tit/a ki the 
device ftcfe Bxk la soke* a dtteiert dww. dt cicK He)* 
tocorAfue. 




D ■*JT£C , ^DN'it3'-'CP IMF 
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5 .When the following window appears, click [OK] . 




6. When the following window saying [the file 'sonydvcr.sys'on Windows98 CD-ROM 
cannot be found] appears, insert the RATOC IEEE1394 PCI Board CD-ROM in the 
CD-ROM drive and type "D:\WIN98\NTSC" in the Copy files from box. 
If you have a "PAL" model DVCAM, please type "D:\WIN98\PAL". Then click [OK] . 



Copying Files. 



The file 'sonydvcr.sys' on Windows 98 
CD-ROM cannot be found. 

Insert Windows 98 CD-ROM in the selected 
drive, and click OK. 



Copy files from: 

| D:\Win98\NTSC 



OK 



Cancel 



El 
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7.1f the following dialog box saying "The file ksclockf.ax on Windows98 CD-ROM cannot 
be found" appears as shown below, insert the Windows98 CD-ROM in the CD-ROM 
drive and type "D:\Win98" or "C:\Windows\options\cabs" in the Copy files from box. 
Then click [OK] . Ksclockf.ax file is an example. This applies to all files except sonydvcr.sys 
file. 



Copying Files... ES 




8 .When the following window appears, click [Finish] . You have now completed the installation 
of the DV driver. 



Add New Hardware Wizard 
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Step2. Verify the DV driver installation 



To verify the D V driver installation, follow steps through. 



1 .Click My Computer with the right button of the mouse. 

2. Select Properties. 

3. Click the Device Manager tab. 

4.1f there is a Sony DVCR string without any yellow "!" marks or red "X" marks 
under the [Sound, video and game controllers] as shown below, the DV driver is installed 
correctly. 




Check here 



System Properties 



nager j Hardware Profiles | Performance | 



1E\ 



Computer 

1394 Bus Controller 
CD ROM 
ij-S) Disk drives 
+ S) Display adapters 
Efl--*3 Floppy disk controllers 
EE-^S Hard disk controllers 
+ Keyboard 
EB-® Monitors 
EE -f^ Mouse 
+ J J Network adapters 

PCMCIA socket 
i-J? Po^s (COM & LPT) 
- ^ Sound, video and game controllers 




NOTE 

Even if you connect a DVC AM other than ones made by Sony, you will see a Sony 
DVCR string there. 
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3-l-2.Windows 98 Second Edition DV Driver Setup 



Step. Verify the DV driver installation 

When you connect a D VC AM on Windows 98 Second Edition, the DV driver will be installed 
automatically. To verify the DV driver installation, follow steps through. 



1 .Click My Computer with the right button of the mouse. 

2. Select Properties. 

3. Click the Device Manager tab. 

4.1f there is a "Microsoft DV Camera and VCR" string without any yellow "!" marks 
or red "X" marks under the [Imaging Device] as shown below, the DV driver is installed 
correctly. 



System Properties 



Check here 



IB 



Device Manager j Hardware Profiles ] Performance ] 



View devices 



"1 rV ' eWdeVICe ^ £QmeCtlQn 



Computer 

1394 Bus Controller 
_=} CDFlOM 
■G> Disk drives 
!SJ Display adapters 
■Q Floppy disk controllers 
■■^i Hard disk controllers 



Imaging Device 



Microsoft DV Camera and VCR 
Keyboard 
HJ Monitors 
J J Network adapters 
■ ^ Other devices 
■■% PCMCIA socket 
■■J? Ports (COM & LPT) 

Sound, video and game controllers 





Properties j 


Refresh j 


Remove j 



Print... 



OK 



NOTE 

Microsoft DVCAM driver "MSDVSYS" is compatible with all DVCAMs that 
supports Standard AVC/FCP command set, manufactured by SONY, Panasonic, 
Canon, JVC and others. You can check these DVCAMs by i-Link logo mark or DV 
trade mark. 
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3-l-3.Windows 2000 DV Driver Setup 



Step. Verify the DV driver installation 



When you connect a DVCAM on Windows 2000, the DV driver will be installed automatically. 
To verify the DV driver installation, follow steps through. 

1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3 .You will see the screen below. Click the Hardware tab. 
4. Click the Device Manager button. 



System Properties 



General | Network I dentificatiorv H ^[.^^^jliiser Profiles] Advanced) 



-Hardware Wizard — 

(js^f The Hardware wizard helps you install uninstall repair, 
unplug, eject, and configure your hardware. 



Hardware Wizard.. 



■Device Manager- 




The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 



Driver Signing.. 



Device Manager.. 



r Hardware Profiles- 



Hardware profiles provide a way for you to set up and store 
different hardware configurations. 



Hardware Profiles.. 



OK 



Cancel 



Apply 



■ Click here 



5.1f there is a "Microsoft DV Camera and VCR" string without any yellow "!" marks or 
red "X" marks under the [Imaging devices] as shown below, the DV driver is installed 
correctly. 




^ ^1GC-]WTP15UD 

+ 9 Ci^y si^ f ■-■ 

* £j DVDfCD-RjOMtkTKI 

I © Flippy cht. ranfrofcti 

p IDE AT A/* TAPE 
WEEE 1 39+ Eu; had cartT^n 

I Mte jtiJ rthor petit t~qi b6*« 



Check here 



I ^ Ptrti [COW &.LPT} 
+ "i System rfc'.TJST 



NOTE 

Microsoft DVCAM driver "MSDVSYS" is compatible with all DVCAMs that 
supports Standard AVC/FCP command set, manufactured by SONY, Panasonic, 
Canon, JVC and others. You can check these DVCAMs by i-Link logo mark or DV 
trade mark. 



28 



3-1-4. Windows Me DV Driver Setup 



Step. Verify the DV driver installation 

When you connect a DVCAM on Windows Me, the DV driver will be installed automatically. 

But it may take some minutes to install it. To verify the DV driver installation, follow steps through. 

1 .Click My Computer with the right button of the mouse. 

2. Select Properties. 

3. Click the Device Manager tab. 

4.1f there is a camera name string without any yellow "!" marks or red "X" marks under the 
[Imaging Device] as shown below, the DV driver is installed correctly. 



Check here 



System Properties 



_?JxJ 



General Device Manager | Hardware Profiles ] Performance | 
(* View devices by type C" View devices by connection 



m \ Computer 

1394 Bus Controller 
\y 61 883 Device Class 
AVC Device Class 
' CDROM 
i Disk drives 

Display adapters 
i Floppy disk controllers 
i Hard disk controllers 
Imaging Device 



Panasonic DV Camcorder 



Keyboard 
■J Monitors 
2) Mouse 
Mj) Network adapters 
■ ^> PCMCIA socket 



Properties 





Refresh 


Remove 


Print... 
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3-2.Desktop CCD Camera Installation 

This section describes how to connect a CCD camera and install the driver. 

Follow steps through to connect a CCD camera. 
1 .Connect a CCD camera to the PCIFW1U with a 1394 6pin-6pin cable. 
2. You can connect the CCD camera without turning off the PC or CCD camera. 

When your Windows version is Windows 98, go to the section 3-2-1 . 

When your Windows version is Windows 98 SE(Second Edition), go to the section 3-2-1 . 

When your Windows version is Windows 2000, go to the section 3-2-2. 

When your Windows version is Windows Me(Millennium Edition), go to the section 3-2-3 . 




NOTE 

The 6 pin to 6 pin cable is not included in the PCIFW1U package. 
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3-2-l.Windows 98/Windows 98SE CCD Camera Setup 



When the CCD camera is connected, the CCD camera will be recognized automatically. 
To verify the CCD driver installation, follow steps through. 



1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3. Click the Device Manager tab. 

4. Double-click "Imaging Device". 

5. If there is a CCD camera name string without any yellow "!" marks or red "X" marks under the 
[Imaging Device] as shown below, the driver is installed correctly. 



Check here 



System Properties 



General Device Manager j Hardware Profiles 1 Performance 1 



_ 



Computer 

4& 1394 Bus Controller 
■■■<£} CDROM 
■SI Disk drives 
JiJ Display adapters 

Floppy disk controllers 
■SBt Hard disk controllers 



Imaging Device 



^ Sony 1394 CCM -D 9 250 Desktop Camera 

Keyboard 

Modem 

Monitors 

Mouse 

Network adapters 
PCMCIA socket 
Ports (COM & LPT) 



J 



I rm m r- . 1 — I .. l. 11 1 


Properties j 


Refresh j 


Remove j 


Print... 1 



OK 



Cancel 
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3-2-2.Windows 2000 CCD Camera Setup 



When the CCD camera is connected, the CCD camera will be recognized automatically. 
To verify the CCD driver installation, follow steps through. 

1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3 .You will see the screen below. Click the Hardware tab. 
4. Click the Device Manager button. 



System Properties 



General | Network Identification t.0.^. w .^.J User Profiles | Advanced | 



■Hardware Wizard - 




The Hardware wizard helps you install uninstall, repair, 
unplug, eject, and configure your hardware. 



Hardware Wizard.. 



■Device Manager- 




The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 



Driver Signing.. 



Device Manager.. 



r Hardware Profiles - 



Hardware profiles provide a way for you to set up and store 
different hardware configurations. 



Hardware Profiles.. 



□ K 



Cancel 



Apply 



-Click here 
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5. If there is a CCD camera name string without any yellow "!" marks or red "X" marks under the 
[Imaging devices] as shown below, the driver is installed correctly. 



.mi Device Manager 



Action View 



IE if 



i FURUICHI 



+ 



Computer 

E-O Disk drives 
S-® Display adapters 

DVD/CD-ROM drives 
E--© Floppy disk controllers 
E--£) Floppy disk drives 

IDE AT A/AT API controllers 
fi-^ IEEE 1394 Bus host controllers 

l 4it NEC Firewarden OHCI Compliant IEEE 1394 Host Controller 



Imaging devices 



Sony 1394 CCM-D5250 Desktop Camera 

Keyboards 
E-y Mice and other pointing devices 
E-§) Monitors 
E- fl3 Network adapters 
$■■■% PCMCIA adapters 
E-J? Ports (COM & LPT) 

SCSI and RAID controllers 
E<|£ Sound, video and game controllers 
E-JB System devices 
E--*^ Universal Serial Bus controllers 



Check here 
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3-2-3.Windows Me CCD Camera Setup 



When the CCD camera is connected, the CCD camera will be recognized automatically. 

But it may take some minutes to install it. To verify the CCD driver installation, follow steps 
through. 



1 .Click My Computer with the right button of the mouse. 

2. Select Properties. 

3. Click the Device Manager tab. 

4. Double-click "Imaging Device". 

5 .If there is a CCD camera name string without any yellow "! " marks or red "X" marks under the 
[Imaging Device] as shown b 



Check here 



System Properties 



(* View devici 




m \ Computer 

H-^ 1394 Bus Controller 

S--^ CD ROM 

EE--GI Disk drives 

+ 5J Display adapters 

Floppy disk controllers 
Hard disk controllers 
Imaging Device 

► 

+ Keyboard 

S-® Monitors 
S-^) Mouse 
+ Mj) Network adapters 
S-% PCMCIA socket 

Ports (COM & LPT) 
+ <S== SCSI controllers 



Sony 1394 CCM-DS250 Desktop Camera 



rH nl r.._i j 








Properties 


Refresh 




Remove 


Print... 



OK 



Cancel 
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3-3.1394 Storage Installation 



This section describes how to connect a 1394 storage and install the driver. 1394 storage means Hard 
Disk Drives(HDDs), Magneto Optical Disks(MOs), etc. Only Windows98 Second Edition, Windows 
2000 or Windows Me support such 1394 storage. 

Follow steps through to connect a 1394 Hard Disk Drive(HDD). 

1 .Connect a 1 394 HDD to the PCIFW1U with an 1 394 6pin-6pin cable. 

2.You can connect the 1394 HDD without turning off the PC or 1394 HDD. 

When your Windows version is Windows 98 SE(Second Edition), go to the section 3-3-1 . 

When your Windows version is Windows 2000, go to the section 3-3-2. 

When your Windows version is Windows Me(Millennium Edition), go to the section 3 -3 -3 . 



NOTE 

The 6 pin to 6 pin cable is not included in the PCIFW1U package. 
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3-3-l.Windows 98 SE 1394 Storage Setup 



When the 1 394 HDD is connected, Window98 Second Edition will install the driver 
automatically. To verify the 1 394 storage driver installation, follow steps through. 

1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3 .You will see the screen below. Click the Device Manager tab. 
4.Doble-click "Storage device". 

5.1f there is a 1394/USB Disk string without any yellow "!" marks or red "X" marks 
under the [Storage device] as shown below, the 1 3 94 storage driver is installed correctly. 



Check here 



System Properties 




a | Device Manager j Hardware Profiles ] Performance | 



View devices by type 



View devices by connection 



r±]..^) D isk drives 

j-Q GENERIC IDE DISK TYPE01 
h<=J GENERIC NEC FLOPPY DISK 
L Q LSILogic SYM1 3FW500-Disk 
5J Display adapters 
■_j Floppy disk controllers 
3 Hard disk controllers 

Keyboard 
■J Monitors 
' 2) Mouse 

39 Network adapters 
Ports (COM & LPT) 
5> SBP2 

Sound, video and game controllers 
Hli Storage device 



1394AJSB Disk 




Properties 



Remove 



Print... 



3-3-2.Windows 2000 1394 Storage Setup 



When the 1 394 HDD is connected, Window2000 will install the driver automatically. 
To verify the 1394 storage driver installation,follow steps through. 

1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3 .You will see the screen below. Click the Hardware tab. 
4. Click the Device Manager button. 



System Properties 



General | Network I dentificatiorN^Hdf j watejjj?) ser Profiles | Advanced | 



r Hardware Wizard - 




The Hardware wizard helps you install uninstall, repair, 
unplug, eject, and configure your hardware. 



Hardware Wizard.. 



r- Device Manager- 




The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 



Driver Signing.. 



Device Manager.. 



■Hardware Profiles - 



Hardware profiles provide a way for you to set up and store 
different hardware configurations. 



Hardware Profiles.. 



□ K 



Cancel 



Apply 



Click here 
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5.1f there is a 1394 HDD name string without any yellow "!" marks or red "X" marks under the 
[Disk drives] as shown below, the 1394 storage driver is installed correctly. 



d [BH-PAQii-3JI30 

-£3 WOC SmrlMsifl 5C5J 0*1, 



+ 3 Ll5=Js- r Klipte^ 
i' Q R^ppy dHtoortniifirf 
I Q IDE A WATAH CDnfrDfcdS 
■ I ■ -I r-d k 

> % KNdii adapter 

+ _y Psftr(CCti ItLPfl 

E A KSL and RAID corcroler: 

I ^ Siiuid, vtd« wid g-mt contrite: 



Check here 
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3-3-3.Windows Me 1394 Storage Setup 



When the 1 394 HDD is connected, Window Me will install the driver automatically. 

But it may take some minutes to install it. To verify the 1394 storage driver installation, follow 

steps through. 

1 .Click My Computer with the right button of the mouse. 
2. Select Properties. 

3. You will see the screen below. Click the Device Manager tab. 

4. Doubl-click "Storage device". 

5.1f there is a IEEE 1394 Disk string without any yellow "!" marks or red "X" marks 
under the [Storage device] as shown below, the 1394 storage driver is installed correctly. 



Check here 



System Properties 



_?]xj 




Mi 



El- 

Is- 
► ; 

El- 



Display adapters 
Floppy disk controllers 
Hard disk controllers 
Keyboard 
Monitors 
Mouse 

Network adapters 
PCMCIA socket 
Ports (COM & LPT) 
SBP2 

+ SBP2 Compliant IEEE 1 394 device 
SCSI controllers 
Storage device 

T.H.lM rif^lffirlr 

System devices 

Universal Serial Bus controllers 
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4. Setup RsDvCap 



4-1 .Installing RsDvCap/RsDvStill/CompressAVI 

1 .Close all programs currently running on your computer. 

2.Set the RATOC IEEE1394 PCI Board CD-ROM in your CD-ROM drive. 

3. Open [My Computer] and double-click CD-ROM drive icon. 

4.0pen [Win98], [Win98SE], [Win2000] or [WinMe] folder. 

If your Windows version is Windows98, open [Win98] folder. 

If your Windows version is Windows98 SE(Second Edition), open [Win98SE] folder. 

If your Windows version is Windows2000, open [Win2000] folder. 

If your Windows version is Windows ME(Millennium Edition), open [WinMe] folder. 

5. Double-click the [RsDvCap] folder. 

6. Double-click on [Setup.exe] to install the RsDvCap software. 

7. You will see the screen below.Click [Next] . 





Welcome to the Installs hield Wizard for 




RsDvCap_E 

The Installs hield® Wizard will install RsDvCap_E on your 
computer. To continue, click Next. 


























^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^^ 




< Back |[ Next > J Cancel | 
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8. You will see the screen below. Click [Next] . 



InstallShield Wizard | 



Choose Destination Location 

Select folder where Setup will install files. 

Setup will install RsDvCap_E in the following folder. 

To install to this folder, click Newt. To install to a different folder, click Browse and select 
another folder. 




■Destination Folder — 
C:\Prograrn Files\RsDvCap_E 



Browse.. 



nstallShield 




9. You will see the screen below. Click [Next] . 



InstallShield Wizard 




Select Program Folder 




Please select a program folder. 









^etup will add program icons to the Program Folder listed below. You may type a new folder 
name, or select one from the existing folders list. Click Next to continue. 

□gram Folders: 



F!sDVCap3 





Accessories 


Internet Explorer 




Online Services 




StartUp 






Next > 



Cancel 
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1 0. You will see the screen below. 

Select [Yes, I want to restart my computer now] and click [Finish]. 
You have now completed installing the capture software. 




Ins tallS hield Wizard Complete 

The Installs hield Wizard has successfully installed 
RsD vCap_E. Before you can use the program, you must 
restart your computer. 



(* [Yes, i want to restart my computer now.! 
f* No, I will restart my computer later. 



Remove any disks from their drives, and then click Finish to 
complete setup. 



NOTE 

If you have installed this software already and start this installer, this installer will delete 
this software and end. To install this software, you have to start this installer again. 
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4-2.Installing DirectX Media6.0 for Windows98 only 



Install [DirectX Media 6.0 Runtime] only when you use Windows98. 

You don't need to install [DirectX Media 6.0 Runtime] when you use 

Windows98 SE(Second Edition), Windows2000 or Windows ME(Millennium Edition). 

Follow steps through to install DirextX Media 6.0 Runtime. 
1 Set the RATOC IEEE1394 PCI Board CD-ROM into your CD-ROM drive. 
2. Open [My Computer] and double-click CD-ROM drive icon. 

3. Double-click [Win98] folder and double-click the [Dxmedia] folder. 

4. Double-click on [Setup.exe]. 

After installing this DirectX Media 6.0 Runtime Library, you have to restart your PC. 

4-3.Installing MSDV update for Windows98 SE only 



Install MSDV update program(252640USA8.EXE) only when you use Windows98 
SE(Second Edition). If you use Windows98, Windows2000 or Windows ME(Millennium 
Edition), skip this installation of MSDV update program. 

Follow steps through to install MSDV update program. 

1 Set the RATOC IEEE1394 PCI Board CD-ROM into your CD-ROM drive. 
2. Open [My Computer] and double-click CD-ROM drive icon. 

3. Double-click [Win98se] folder and double-click the [DvPatch] folder. 

4. Double-click on [252640USA8.EXE]. 
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5. How to use RsDvCap 



What is the RsDvCap? 

This application software has the following functions. 
•Preview and capture video/sound data from a DVCAM. 
•Preview and capture video data from a CCD camera. 
•Export media file from a PC to a DVCAM. 
•Playback media file. 




Capture List Bar 



RsDvCap Main Screen 



NOTE 

1. This software uses Microsoft standard DV-AVI2 format video file. 

2. To capture correct DV file, you have to use original DV footages which has 
continuous Timecode(recording). If the original DV footage has intermittent 
Timecode, sometimes it may cause system freeze or may not be captured. 
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5-l.Main menu: 



File Setting View Display Help 
i i 



Top menu Sub menu 



Description 



File 



Review movie file 



Select an AVI file you want to play back. 



END 



Terminate this application. 



Setting DV Batch Capture 



Show batch capture dialog box. Refer to 5-6.DV 
Batch Capture. 



Application Setting 



Show RsDvCap parameter setting dialog box. 
Refer to 5-3 Application settings. 



Cam Setting 



Show CCD camera control dialog box. 



View Camera Audio Select Bar Show Camera and Audio Select Bar. 

Refer to 5-2-l.Camera and Audio Select Bar. 



Camera Control Bar 



Show the DVCAM camera mode control bar. 
You can control a DVCAM.Refer to 5-2-2. 
Camera Control Bar. 



Video Control Bar 



Show the DVCAM video mode control bar. 
You can control a DVCAM.Refer to 5-2-3. 
Video Control Bar. 



Batch Capture List 



Show the Batch Capture List Bar. You can 
capture favorite scenes in a DV tape to your 
HDD. Refer to 5-6.DV Batch Capture. 



Display 



Select the size of the preview window. 
The preview window of the [PC] is 4:3. 
The preview window of the [DV] is 3:2. 
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5-2.Control Bars 



5-2-l.Camera and Audio Select Bar: 





Camera list box 



Sound device list box 



This bar has the Camera list box and Sound device list box as shown above. Camera list 
box displays a list of camera device connected to your PC. If this list box is blank, your camera 
isn't recognized. When you use Windows98, "Sony D V Camcorder" string will appear. When 
you use Windows98 SE(Second Edition), Windows 2000 or Windows Me(Millennium Edition), 
"Microsoft DV Camera and VCR" string will appear. Sound device list box displays a list of 
sound device. 



5-2-2.Camera Control Bar : 




You can preview and capture a video image from the connected D VCAM. The bar will 
appear automatically when the DVCAM is set to camera mode. The DVCAM have a switch 
which selects video mode or camera mode. Set this switch to camera mode to preview and cap- 
ture a video image. 

^ ....When you click this button, you can preview a video image. 

' ' ....When you click this button, you can pause a video image. 

w ....When you click this button, you can capture a video image to the HDD. 

B When you click this button, you can stop previewing or capturing a video image. 

7 When you click this button, you will see the Help contents. 



JO 



When you click this button, you can play back an AVI file. 



46 



5-2-3.Video Control Bar : 




You can control a DVC AM from this control bar. The D VCAM have a switch which select video 
mode or camera mode. If you set this switch to camera mode or a DV tape is not inserted, this 
control bar will be disabled automatically. Set this switch to video mode to control the DVC AM. 



The functions are below: 
I <h I ...Rewind 
I I ...Previous frame 
r»n ...Play 
I I ...Next frame 
...Pause 
...Stop 

...Fast forward 
...Record 
...Pause recording 




When you click the Capture Now button, you can start to capture 
DV data from a DVCAM. The [Capture Now] will change to 
[Capture Stop]. 



r Record on the tape When you click the DV Export button, you can export DV data to 
a DVCAM.You can see the DV data on the screen of the DVCAM. 

1 .If you don 't want to record DV data onto your DV tape, 
don't check "Record on the tape". 
2. If you really want to record DV data onto your DV tape, 
check "Record on the tape". 
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5-3.Application settings 



When you select [Application setting] of the [Setting] menu, you will see the dialog box below. 
You can set up this application's behavior. 



Application Settings 



r-Carnera Mode- 
r CCD Mode 
P DVMode 



EE 



-i r~ Preview Settings — 
J~ Display TirneCode 
DV Codec Resolution 



360x240 



"3 



Capture Settings — 
I - Capture With Preview Still Image C 1 6bit <~* 24bit 

W Rename file name every capture execution 
Set Folder Name To Save Capture Files 

|C:\PROGRAMFILES\RSDVCAP\Capture Browse | 




Category Item 



Description 



Camera Mode CCD Mode 
DVMode 

Preview Settings Display TimeCode 

DV Codec Resolution 

Capture Settings Capture With Preview 



Rename file name 
every capture execution 



Select when you use a CCD camera. 
Select when you use a DVCAM. 

If checked, timecode will be displayed. 

You can select D V Codec Resolution. If you 
select a higher resolution, you will get a better 
image. This DV Codec Resolution affects 
only the preview quality. 

If checked, video images will be displayed 
in the preview window during capturing 
video stream. When you check here, 
it will be a heavy load on your PC. 
If you have problems of dropping frames 
or sounds, don't check this option. 

If checked, every time you start and stop 
capturing a video, the file rename dialog box 
will appear. You can set a file name and loca- 
tion to save the file in. If you don't check here, 
a captured file will be saved automatically 
under the name of CAPTIME+(Time) 
+Year+(Date).AVI in the folder you set at 
"Set Folder Name To Save Capture Files". 



Category Item 



Description 



D VC AM Settings Check D VC AM Mode If Y ou click here > this application will detect 

whether your DVCAM is in camera mode 
or video mode automatically. If your 
DVCAM is in video mode, the Camera Con- 
trol Bar will disappear. If your DVCAM is in 
camera mode, the Camera Control Bar will 
appear and the Video Control Bar will be 
disabled. 

Enable Step Control If you check here, you can control a 
By Mouse Wheel camera with your mouse as shown below. 

l)When you click wheel, 

a DVCAM starts to play. 




2)When you turn wheel down, 

a DVCAM starts to rewind. 




3)When you turn wheel up, 

a DVCAM starts to fast forward. 




4) When you click the right button, 

a DVCAM stops. 



Category Item 



Description 



DVCAM Command When you control a DVC AM from the PC 
Response time consecutively, it takes some time for the 

DVCAM to get ready for a next command 
from the PC. This time depends on the 
DVCAM. If you have trouble in controlling 
the DVCAM from the PC consecutively, 
change this value to a longer time than 4 sec- 
onds. Default time is 4 seconds. For example, 
5 seconds. 



DV Export prefix time When you export an AVI file to a DVCAM, 

there is data prefix time from starting to ex- 
port the AVI file to recording it onto a DV 
tape. The data prefix time results in failing to 
record the beginning of the AVI file onto the 
DV tape. To avoid this problem, you can set 
a time here. During the time you set here, blank 
data will be exported to the DVCAM and it 
avoids failing to record the beginning of the 
AVI file onto the DVtape. 
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5-4.Capturing a video from a DVCAM in camera mode 

When you want to capture a video image from a DVCAM set to camera mode, follow steps 
through. 

1 . Confirm a DVCAM is set to camera mode. 

Camera mode means you can capture a video image. If your DVCAM is in video mode, 
change mode selection switch from video mode to camera mode slowly. Everytime you change 
DVCAM's Mode Control switch, move this switch to OFF position and confirm that the 
RsDvCap 's Camera device name will disappear. After that, you can change this switch to your 
choice and the camera device name will appear. 



2. Select [DV mode] on the [Application Setting] as shown in 5-3.Application settings. 

3 . Click the button on the Camera Control bar. A video image from a DVCAM 
will appear. 



4. Click the 



5. Click the 



Capture Now button to start capturing. 



(^J) Capture stop button to stop capturing. 



You can also stop capturing by using the 
pressing ESC button on the keyboard. 



button on the Camera Control Bar or 



N i:n-!iiii: i,.-i|.-!mi b Fit 



6. If you checked [Rename file name every capture execution] on the [Application Setting], 

You will see the window. You can 
rename the captured file. 

7. The file will be saved in the folder 
you set at [Set Folder Name To Save 
Capture Files] on the [Application 
Setting]. 

NOTE 

When you preview, it puts some load on PCs. If data loss happens, don't check [Capture 
With Preview] on the [Application Setting], For more information, please refer to page 
10-3.When playing back the captured file is choppy or jerky in lO.Troubleshooting. 
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5-5.Capturing a video from a DV tape 

When you want to capture a video image from a DV tape, follow steps through. 



1 . Set a DV tape in a DVCAM and confirm the DVCAM mode is set to video mode. 
Video Mode means you can control a video of a DV tape. If your DVCAM is in camera 
mode, change mode selection switch from camera mode to video mode slowly as 
mentioned 5-4.Capturing a video from a DVCAM in camera mode. 

2. Select [DV mode] on the [Application Setting] as shown in 5-3.Application settings. 



3. When you click the I »- I DV play button on the Video Control Bar, the DV tape will start 
to play and a video image of the DV tape will appear in the preview window. 



4. Clickthe £5 Ca P 

5. Click the 



ture Now 



button to start capturing. 
| Q Capture stop | mutton to stop capturing. 



You can also stop capturing by using the 
pressing ESC button on the keyboard. 



stop button on the Video Control Bar or 



ftaririmH f!ri|ituH: f 



6. If you checked [Rename file name every capture execution] on the [Application Setting] , 

You will see the window. You can 
rename the captured file. 



7. The file will be saved in the folder 
you set at [Set Folder Name To 
Save Capture Files] on the 
[Application Setting] . 



NOTE 

1. When you preview, it puts some load on PCs. If data loss happens, don't check 
[Capture With Preview] on the [Application Setting], For more information, please refer 
to page 10-3.When playing back the captured file is choppy or jerky in lO.Troubleshooting 

2. To capture correct DV file, you have to use original DV footages which has 
continuous Timecode(recording). If the original DV footage has intermittent Time 
code, sometimes it may cause system freeze or may not be captured. 




5-6.DV Batch Capture 



a 



Batch capture function saves video images files as your time 
scheduling. To batch capture video images from a DV tape, 
follow steps through. 

1 .To show the Batch Capture Window as shown right, select 
[Batch Capture List] of the [View] in the system menu. 

2. Set a DV tape in a DVCAM and confirm the DVCAM 
mode is set to video mode. Video Mode means you can 
control a video of a DV tape. If your DVCAM is in camera 
mode,change mode selection switch from camera mode to 
video mode slowly as mentioned 5-4.Capturing a video 
from a DVCAM in camera mode. 

3 . Click the |~~»n DV play button on the Video 
Control Bar to play the DV tape. 



4. Click the 
capturing. 




In point button when you want to start 



5. Click the 
capturing. 



Out point button when you want to stop 



6. Click the I Q Add I Add button to add time code to the 
window as shown above. 

To capture other Video images of the D V tape, repeat the 
steps from 4 to 6. 



7. Click the I ft" a I start button to show the Batch 

Capture dialog box as shown in the next page. 
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8. You will see the screen. Click [OK] to continue. 



RsDvCap 1 



Current process is end. 



OK 2 1 Cancel 




9. The Batch Capture dialog box will be shown. Click [RUN] to start batch capture. This 
application searches automatically the timecode you have just set and starts to capture video 
images and saves the file in the folder written in the "Export Directory" under the name of 
Video + (number) starting 1 + .avi as shown below. When batch capture is finished, 
"Capture Complete!" message will appear.Click [END] to finish batch capture. 




NOTE 

To capture correct DV file, you have to use original DV footages which has 
continuous Timecode(recording). If the original DV footage has intermittent 
Timecode, sometimes it may cause system freeze or may not be captured. 
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5-7.Exporting a video data to a DVCAM 

When you want to export an video data to a DVCAM, follow steps through. 



1 . Set a DVCAM to video mode. 
Video Mode means you can control a video of a DV tape. 

If your DVCAM is in camera mode, change mode selection switch from camera mode to video 
mode slowly as mentioned 5-4.Capturing a video from a DVCAM in camera mode. 



2. Click the 







DV Export 







)V Export button. The File select dialog box will appear. 
Select an AVI file you want to export, and click [SAVE] button. The AVI data will be exported 
to the DVCAM. 

When you check "Record on the tape", "Video image" and "Rec command" will be sent 
to the DVCAM. This means the AVI file will be really overwritten to your D V tape. So, you 
should be careful not to overwrite important DV tapes. 

When you don't check "Record on the tape", only "Video image" will be sent to the DVCAM. 
This means the AVI file will not be overwritten to your DV tape. You can see the video image on 
the screen of the DVCAM. 

NOTE 

There is time-delay between start of video stream and the DVCAM actually starting 
to record. So for a few seconds at the head of video stream, nothing will be recorded on 
your DV tape. 

3. Click the ■ | stop button in the Camera Control Bar to stop exporting. 



NOTE 

Only a Microsoft DV AVI 2.0 with DVSD(Digital Simultaneous Voice and Data) can be 
exported to a DVCAM. 
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6. How to use RsDvStill 



What is the RsDvStill? 

This application software has the following functions. 
•Preview video data from a DVCAM/a CCD camera. 
•Save a still image to a BMP file. 

6-l.Main menu 

When RsDvStill starts with a DVCAM connected to the PCIFW1U, RsDvStill will detect whether 
the DVCAM is in camera mode or in video mode automatically and pauses the DV tape if the 
DVCAM is set to video mode and there is a DV tape in the DVCAM. 

Preview Window Thumbnail Window 




Camera Control Button. 

NOTE 

To capture correct DV file, you have to use original DV footages which has continuous 
Timecode(recording). If the original DV footage has intermittent Timecode, sometimes 
it may cause system freeze or may not be captured. 
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Category 



Description 



DV Maker 



Image Size 



This list box shows a list of DVCAM manufacturer such as 
Sony, JVC, Panasonic, Canon, Sharp, etc. Choose your 
DVCAM manufacturer. If you can't find it, choose OTHER. 

There are 3 kinds of resolution:720 x 480, 360 x 240, 88 x 60. 
This value means raw data from a DVCAM. 



Slider Bar 



Capture 



Video Device 



You can select a favorite scene from video capture data by 
moving this slider bar. This slider bar is enabled when you click 
the Capture button. 

You can capture video images for about 1 second by clicking 
this button. After clicking this button, preview will be stopped. 

You can save a BMP file on the preview window. 
The BMP file will be saved and be held at the top of the 
thumbnail window. 

Video Device displays a list of camera device connected to 
your PC. If this list box is blank, your camera isn't recognized. 
When you use Windows98, "Sony DV Camcorder" string 
will appear. When you use Windows98 SE(Second Edition), 
Windows 2000 or Windows Me(Millennium Edition), 
"Microsoft DV Camera and VCR" string will appear. 



Camera Control Button When a DVCAM is in video mode, you can control a DV tape 

as follows. 



.Play, Stop 
.Pause 

Fast Rewind, Fast Forward or Slow Rewind, Slow Forward 
Previous Frame, Next Frame 
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Category 



Description 



Time Code 



This box shows the timecode information of your DV tape. 
This timecode format is HOUR:MINUTE:SECOND:FRAME. 



When you click this button, you will see the screen below. You 
can select a folder where you want to save a BMP file. 



Browse foi Foldei 



Select folder save BMP file. 




Desktop 

My Computer 
3H Floppy (A:) 
3 i=| (!":•) 

El -GJ Removable Disk (D:) 

My Documents 

Network Neighborhood 
Q NewRsDvStill 
C~\ Online Services 
Q RSDVCAP30E_SampleSetup 



□ K 



HZ] 



Cancel 



1 



This button will be enabled only when you click the 

HH Capture button. When you click the HH Capture 
button, preview will be paused. When you want to resume 
previewing, click the "f^f 3 I button. 



This button will be enabled only when you use a CCD camera. 
When you click this button, you can display the CCD camera 

control dialog box. With this dialog, you can control a CCD 

camera. For example, zoom, focus, etc. 



rilDI PlOfKltKE 



| '-'h^h-z ("hoc Afflp | 



6-2.How to save a BMP file 



(l)Save a BMP file from a DV tape 

1 .Set a DV tape in a DVCAM and confirm the DVCAM mode is set to video mode. 
Video Mode means you can control a video of a DV tape. If the DVCAM is in camera mode, 
change mode selection switch from camera mode to video mode slowly as mentioned 5-4. 
Capturing a video from a DVCAM in camera mode. 

2. Starting RsDvStill, your DV tape will be paused and the II button is disabled. 
Set DV Maker and decide Image Size. 



3 .Click the Gi£ J button. You will see the screen. Select a folder where you want to 
save a BMP file and click OK. If you don't select a folder, a BMP file will be saved in the 
folder where this application is installed. 

4. Find a favorite scene on the DV tape, using the camera control button. 
(TIPS) 

When the 1 1 button is disabled, click the |> | button and the | button. 
You can preview slowly. When the 1 1 button is enabled, click the 1 1 button. 



After that,click the !► | button and the | button. You can preview slowly. 
5. There are two ways to save a BMP file as follows. 



5-1 .Click the l£, snapshot [ button. The BMP file will be saved in the folder under the name 
of "Image+ (number) + .BMP" and the BMP file will be held at the top of the 
thumbnail window. If you double-click the thumbnail, you can view it with real BMP 
file size. 



5-2. Click the HE Capture button. After capturing, the DV tape will be paused. Then move 



the slider to a favorite scene and click the LiL snapshot ] button. The BMP file will 
be held as mentioned above. If you want to resume previewing, click the | button. 
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(2)Save a BMP file from a DVCAM in camera mode or a CCD camera 

1 .Set a DVCAM to camera mode. Camera mode means you can capture a video image. If your 
DVCAM is in video mode, change mode selection switch from video mode to camera mode 
slowly as mentioned 5-4.Capturing a video from a DVCAM in camera mode. 
When you use a CCD camera, skip this step. 

2. Starting RsDvStill, set DV Maker and decide Image Size. When you use a CCD camera, 
DV Maker list box is disabled. So, decide Image Size. 



3. Click the I button. You will see the screen. Select a folder where you want to 
save a BMP file. Then click OK. If you don't select a folder, a BMP file will be saved in the 
folder where this application is installed. 

4. There are two ways to save a BMP file as follows. 



4- 1 .Click the ul snapshot [ button. The BMP file will be saved in the folder under the name 
of Image+ (number) + .BMP and the BMP file will be held at the top of the thumbnail 
window. If you double-click the thumbnail, you can view it with real BMP file. 



4-2. Click the IHI Capture button. After capturing, preview will be paused.Then move the 
slider to a favorite scene and click the tL srtapgrnH j button. The BMP file will be held 
as mentioned above. If you want to resume previewing, click the | button. 



NOTE 

When you use a CCD camera, the t^cco button is enabled. Using this button, 
you can control the CCD camera. For example, zoom, focus, etc. 
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7. How to use CompressAVI 



What is CompressAVI application software? 

This application software has the following functions. 

Convert Microsoft DV-AVI2 format video file to another format video file bi-directionally. 
As current existent video editing software don't support MS DV-AVI2 format video file, 
you have to convert the format of video file which is captured by RsDvCap before editing. 
And after editing, if you want to export it to a D VCAM, you have to re-convert video file to 
MS DV-AVI2 format video file. 

Please note, file conversion will take a long time, sometimes over a hour. 
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7-1. How to convert the MS DV-AVI2 format into other formats 



After you convert the AVI files made by RsDvCap, you can edit it with video editing software. 



1 .When you start the CompressAVI, you will see the screen below. Click [Execute] . 



'! J[ I CompressAVI 



You can convert Microsoft DV-AVI2 format video file to another format 
video file bi-directionally. 
Click the Execute button to start. 

1 . Convert DV-AVI2 file captured by RsDvCap to other video file. 

2. Convert other video file to DV-AVI 2 file which can exportto DVCAM. 




2. Please select "Convert DV-AVI fomat to other video format" and select Resolution. 
Click [Next]. 



How to Convert 



Strat Wizard. 

Select conversion mode 
Convertion Mode — 

ICorwerfDV 



file format to other video format.! 



Resolution: 1 360x240 ^] 



r video file format to DV-AVI fil 



e rorm; 



2^ 



3. Please specify an original video file and a converted video file name. 
Click [Next]. (After conversion, an original video file remains in the HDD.) 



Select File 




Select the video file you want to convert. 



nal video file: 
|C\MY DocunnentsWideo1.avi 



Browse | 




4. Please choose a conversion filter from the Compression formats list box. 
AVI files made by RsDvCap have a MS DV AVI-2 format. 
So, select the other compression formats than DV Video Encorder. 



Compression formats 



Compression formats listed in the ListBox below are installed in your 
computer. 

Choose one format you want to use from the ListBox and click the Next 
nutton. 



Compression formats: Cinepak Codec by Radius 





Cinepak Codec by Radius 



DV Video Encoder 
Indeo® video 5.04 

Indeo® video 5.04 Compression Filter 
Intel Indeo(R) Video R3.2 
Microsoft H.261 Video Codec 
Microsoft H.2G3 Video Codec 
Microsoft RLE 
Microsoft Video 1 

\ .■ r-. — i i ■. .T-. — i 1 . . j 



There are many kinds of compression formats. 

(Compression formats appeared in the [Compression formats] list box depend on your system) 
Popular compression formats are explained below. 

1. Microsoft Videol 

It does not take much time to convert because this type will lose quality and cause poor image. 

2. Microsoft MPEG4 

If you use this type of codec, file size will be compressed to about one-tenth and keep good 
quality. 

3.1ntel Indeo(R) video3.2 

This type of codec was invented by Intel. 
Compression rate and quality get better than Microsoft Video 1 

4.1ntel Indeo(R) video5 

Compression rate will get better under MMX(R) or Pentium(R) II processor. 

5. CinePak Codec 

It takes much time to convert but this type will keep quality. 

6. DV Video Encorder 

This type of codec can capture a video from a DVCAM in real time. 
RsDvCap uses this type of compression and creates AVI files. 



7.Non compression 

This type saves data without compression. To make data in [Non compression], it is 
necessary to have Windows98 Second Edition, Windows 2000 or Windows ME. 
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5. Click [Next]. The file conversion starts. It takes much time to convert an AVI file. 
Conversion time depends on the type of compression format. Please wait patiently. 



Setting Complete ! 




6. When conversion ends, you will see the screen below. Click [Finish] . 
You can now do a video editing with your video editing software. 
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7-2.How to convert other formats to the MS DV-AVI2 
format? 



You can export a video to a DVCAM after you convert an existing AVI file to the MS DV-AVI2 
format. 



1 .When you start the CompressAVI, you will see the screen below. Click [Execute] . 



IJ[ I CompressAVI 



You can convert Microsoft DV-AVI2 format video file to another format 
video file bi-directionally. 
Click the Execute button to start. 

1 . Convert DV-AVI2 file captured by RsDvCap to other video file. 

2. Convert other video file to DV-AVI 2 file which can exportto DVCAM. 



Execute 



End 



2. Please select "Convert other video file format to DV-AVI file format" and 

choose NTSC or PAL. NTSC is used in the U.S.A. PAL is used in Europe and Asia( except 
Japan). Then click [Next]. 



How to Convert 



Strat Wizard. 

t conversion mode 
•/ertion Mode — 



2^ 



Convert DV-AVI file format to other video format. 



Resolution: [ 
f* Convert other video file format to DV-AVl file format.! 

P NTSC r PAL 



3. Please specify an original video file and a converted video file name. Click [Next]. 





ou want to convert. 



|C\MY DocumentsWideo1.avi 



Browse | 




4. Click [Next] . It may take much time to convert an AVI file. Please wait patiently. 



Setting Complete ! 



Now all you have to do is to click on the Newt button to start 



5 .When conversion ends, you will see the screen below. Click [Finish] . 
You can now export the converted data to a DVCAM by using RsDvCap. 



Now Converting 
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8.Ulead Video Studio 



Ulead VideoStudio 

This software in this package treats MS D V-AVI2 format video file directly and you don't need 

to convert video files before and after editing. 

For more information, refer to the Video Studio User's Manual. 

Follow the steps below to install Ulead Video Studio. 

(A) When you use Windows98, 
1. Double click "My Computer". 

2.1nsert the Ulead Video Studio CD-ROM and double click your CD-ROM icon. 
3. Open "VideoStudio 3.0 SE Basic". 

4. Double-click on the "Setup.exe". 

5. Follow the instructions on the screens. 
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(B)When you use Windows98 SE(Second Edition), Windows2000 or Windows Me(Millennium 
Edition), 

1 .Double click "My Computer". 

2.1nsert the Ulead Video Studio CD-ROM and double click your CD-ROM icon. 
3. Open "VideoStudio 4.0 SE Basic". 

4. Double-click on the "Setup.exe". 

5. Follow the instructions on the screens. 

This Ulead Video Studio 4.0 SE has the following new functions. 

a) Multiple file play back: 

•You can export DV-AVI2 file more than 2 GBytes onto a DV tape even if your file system is 
FAT 16. 

•You can export DV-AVI file more than 4 GBytes onto a DV tape even if your file system is 
FAT32. 

b) You can capture a still image from a DVCAM. 

c) You can capture music onto a DV tape and save it as MP3 . 
You can export MP3 onto a DV tape. 
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9.LiveExpress 



LiveExpress 

With this e-mail software package, you can send e-mail that includes video, audio or snapshots. 
As of August in 2000, there are some restrictions below. 

[Restrictions] 

• Currently, LiveExpress doesn't support Windows2000. 

• We highly recommend to use LiveExpress on Windows98 Second Edition. 

• Please use the DVCAMs in camera mode not in video mode. 

• On Windows 98 first edition, please turn on the DVCAM before loading LiveExpress. 

• To attach the data which is in DV tape, please use the other application to capture the data. 
After that, open the data from LiveExpress and convert it to EXE format file. 

• It doesn't support PAL mode DVCAMs. 

[Well-known issue] 

• When the sound setting on the DVCAM is 1 6Bit, captured data as AVI format has no sound. 

If you would like to use 1 6Bit sound, please specify "Record video as EXE format" in preference. 

• If the one who receives the mail with LiveExpress self-executable file doesn't have sound 
resources on his/her computer, the data cannot be played back. 



For more information, please refer to the manual. 
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10. Troubleshooting 



10-l.Camera can not be recognized 

If your camera is recognized by our capture software(RsDvCap,RsDvStill), Camera list box in 
RsDvCap or Camera Driver in RsDvStill shows the string such as Microsoft DV Camera 
and VCR or Sony DV Camcorder. If the box is blank, camera is not recognized. 

General Solution: 

1 .PCI Board is not firmly seated in the slot. 

If your PCI Board is installed correctly, you will see the screen below in the Device Manager 
and you can find a [NEC Firewarden OHCI Compliant IEEE 1394 Host Controller] string. 



Check here 



System Properties 



General Device Manager | Hardware Profiles ] Performance ] 
devices by type View devices by connection 



IE] 



1394 Bus Controller 



m \ Computer 

^ NEC Firewarden OHCI Compliant IEEE 1394 Host Controller 
Eh£} CDROM 
EE-13 Disk drives 
+ JEl Display adapters 
EjD-Q Floppy disk controllers 
EjD-Q Hard disk controllers 
+ -jP^ Keyboard 
[j-® Monitors 
[f]-*Q Mouse 
+ Mj) Network adapters 
&■■■% PCMCIA socket 
i-J/ Ports (COM & LPT) 
S-M System devices 
+ Universal serial bus controller 





Properties | 


Refresh ] 


Remove 1 


Print... | 
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2. If your DVCAM is recognized as "Other Devices" in the Device Manager, please refer to 
Chapter 10-2. 



3. There have to be a [SONY DVCR] string under the "Sound video and game controller" 
in the Device Manager when you use Windows98. If you can not find it, make sure your 
DVCAM is powered on. 

If you use Windows98 SE(Second Edition), there have to be a [Microsoft D V Camera and VCR] 
string under the "Imaging Device" in the Device Manager. If you can not find it, make sure your 
DVCAM is powered on. 

If you use Windows2000, there have to be a [Microsoft DV Camera and VCR] string under 
the "Imaging Device" in the Device Manager. If you can not find it, make sure your DVCAM is 
powered on. 

If you use Windows Me(Millennium Edition), there have to be a camera name string under the 
"Imaging Device" in the Device Manager. If you can not find it, make sure your DVCAM is 
powered on. 
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10-2.When you fail to install DVCAM driver(sonydvcr.sys). 



If the "Hardware Wizard" did not start at the first time as described in page 2 1 , please follow 
steps through. 

1 .Open "Device Manager" window and find a "1394 Bus Controller" string. 
2.Double-click it and make sure there is a "NEC Firewarden OHCI Compliant IEEE1394 

Host Controller" string without any yellow "!" marks or red "X" marks. 
3 .Connect a DVCAM to the PCIFW1U and turn it on. 

4. Find big yellow "?" marked "Other Devices" icon at the "Device Manager" window 
as shown below and double-click it and find a "1394/A02d&1000i" string. 



System Properties 



3 | Device Manager j Hardware Profiles ] Performance ] 
View devices 



Computer 



1394 Bus Controller 

CDROM 

Disk drives 

Display adapters 

Floppy disk controllers 

Hard disk controllers 

Keyboard 

Monitors 

Mouse 

Network adapters 

Other devices 

9 1394\A02D&1u[l01 

PCMCIA socket 

Ports (COM & LPT) 

Sound, video and game controllers 



HQ 



i 



In) 

Properties 







1 


Refresh 




Remove 



Print.. 



Plri-rd 



Par i r-i=i I 



5. Select "1394/A02d&10001" and click "Properties". You will see the screen below. 
6. Click [Reinstall Driver]. 



1 394\A02D M 0001 Properties 





Device type: Other devices 
Manufacturer: None specified. 
Hardware version: Not available 
■ Device status — 



The drivers for this device are not installed (Code 28.).To 
reinstall the drivers for this device, click Reinstall Driver 




■ Device usage — 
I - Disable m hardware profile; 
Exists in all hardware profiles 




7. "Update Device Driver Wizard" will appear and you will see the screen below. 
Click [Next]. 



Update Device Driver Wizard 




8 . You will see the screen below. Select "Search for a better driver than one your device is 
using now(Recommended)" and click [Next]. 



Update Device Driver Wizard 




What do you want Windows to do? 



(* jSearch for a better driver than the one your 
idevice is using now. (Recommended) 



( Display a list of all the drivers in a specific 
location, so you can select the driver you want. 



9. You will see the screen below. Select "Specify a location" and type "D:\WIN98\NTSC ", 
where "D" means the CD-ROM drive. And insert the RATOC IEEE1394 PCI Board CD- 
ROM in the CD-ROM drive and click [Next] . If you have a "PAL" model DVCAM, please 
type "D:\WIN98\PAL". 



Update Device Driver Wizard 




Windows will search for updated drivers in its driver 
database on your hard drive, and in any of the following 
selected locations. Click Next to start the search. 



I - floppy disk drives; 
r CD-ROM drive 

|~~ Microsoft Windows Update 
W Specify a Jocation: 

| D:\Win98\NTSC 



< Back 



Next > 



3] 



Browse.. 



Cancel 



10. You will see the screen below. Click [Next]. 



Update Device Driver Wizard 



Windows driver file search for the device: 



Sony DVCR 



Windows is now ready to install the best driver for this 
device. Click Back to select a different driver, or click Next 
to continue. 




D:\NTSC\SONYDVCR.INF 



1 1 .When the following windows appears, click [OK] . 




12.When the following window saying [the file 'sonydvcr.sys' on Windows98 CD-ROM 
cannot be found] appears, insert the RATOC IEEE1394 PCI Board CD-ROM in the 

CD-ROM drive and type "D:\Win98\NTSC" in the Copy files from box. If you have a 

"PAL" model DVCAM, please type "D:\Win98\PAL". Then click [OK]. 



Copying Files... 



The file 'sonydvcr.sys' on Windows 98 
CD-ROM cannot be found. 

Insert Windows 93 CD-ROM in the selected 
drive, and click OK. 



OK 



Cancel 



1 3 If the following dialog box saying the file ksclockf.ax on Windows98 CD-ROM cannot 
be found appears as shown below, insert the Windows98 CD-ROM in the CD-ROM drive 
and type"D:\Win98" or "C:\Windows\options\cabs" in the Copy files from box. Then 
click [OK] . The ksclockf.ax file is an example. This applies to all files except sonydvcr.sys. 



Copying Files. 




The file 'ksclockf.ax' on Windows 98 
CD-ROM cannot be found. 

Insert Windows 98 CD-ROM in the selected 
lick OK. 



Copy files from: 



~3 



OK 



Cancel 



□ 



Skip File 



Details... 



Browse.. 




14. At the next screen, click [Finish]. 

15 . Double-click the "Sound video and game controller" on the Device Manager tab. 

16.1f you can find a Sony DVCR string as shown below, you have completed the installation of 
the DVCAM driver correctly. 



System Properties 



General Device Manager | Hardware Profiles ] Performance 

(* View devit 
[ Computer 

^ 1394 Bus Controller 
^ CDROM 
■G> Disk drives 
i5J Display adapters 
■■^i Floppy disk controllers 
Gjjj Hard disk controllers 

Keyboard 
™J Monitors 
■■■^) Mouse 
JjJ Network adapters 
■■■% PCMCIA socket 
-J? Ports (COM & LPT) 
8Si Sound, video and game controllers 



Sony DVCR 



YAMAHA 0PL3-SAx WDM Driver 





Properties j 


Refresh j 


Remove j 





10-3.When playing back the captured file is choppy or jerky. 



The data rate from a DVCAM is 3 .6MB/sec. If your HDD sustained data write rate is lower 
than 3 . 6MB/ sec , a captured file may get choppy or j erky when you play back the file . 
To avoid this trouble, enable DMA function of your HDD, following steps through. 

l.Open "Device Manager". 

2. Select your Disk drive as shown below and click the Properties button. 



Hyihi:in Hiii|m:iNi:x 



G«W4l Device Han*8« | H**«H PtC**= | P*lcin*x*| 
f 1 iW derail* ]h» C VpCTufcncBs by SOTinton 



l-G 13WBut0ef*efef 
I fel iH llDRQM 




■3 BENEHCDE CH^TYKO? 
W GENE»CNEC FLQPPVOISi: 
Diipis. 1 adapts: 
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3 .Click the [Setting] tab and if DMA box is not checked,check here. 
But, please note that if your HDD is not Ultra DMA HDD, don't check here. 
To make sure that your HDD is Ultra DMAHDD, refer to your HDD manual. 
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10-4. When previewing picture is pixcelised. 



When you use Windows98 and installed PAL driver, instead of NTSC or installed NTSC 
driver, instead of PAL mistakenly, previewing is pixcelised. 

Here is how to fix it when you installed NTSC driver mistakenly, instead of PAL driver. 

1 .Click Start button and select Run. 
2.Type in Regedit. Click [OK] . 

3 Find DVCR under Sony under Software under HKEY_LOCAL_MACHINE 

as shown below. 

4. Click DVCR and find "NTSC" string. 

(When you installed PAL driver mistakenly, instead of NTSC driver, find "PAL" string.) 

5. Double-click VidFormat and replace the "NTSC" with "PAL". 

(When you installed PAL driver mistakenly, instead of NTSC driver, replace the "PAL" 
with "NTSC".) 

6. Click [OK]. 



Fl i:l,i eIi L ililui 



+ _| HfcE-C_CU3SES_MKT 
1 Q HKEYjCMRFf NT USER 
HKEr_IJQCftL_l*CHIHE 




Erwn 

OCl Hi 

13 Cl Set-Jly 
H U Soltys? 
E Qj AdotM 

B3 CJ ASUS 

:* u closes 
e Cj a*™* 

* _| OeiairtKr. 

El CJ ""TEL 
FflQ ODBC 



► _l ^ 
5 CJ 5*^ 

taEWCft 
Ef CJ VAMAHA 
HO Spin" 



.■^JV Jamil 




Mr 1 
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7. Find Sony CorporationSONYDVCRJNF file in the C:\WINDOWSMNF\OTHER. 

C: means your HDD drive letter where your Windows98 is installed. 

If your HDD drive letter where your Windows98 is installed is not "C", you must replace 

"C" to the appropriate drive name. 

8. Double-click the Sony CorporationSONYDVCRJNF and find "NTSC" string. 
(When you installed PAL driver mistakenly, instead of NTSC driver, find "PAL" string.) 

9. Replace "NTSC" with "PAL" and save it. 

(When you installed PAL driver mistakenly, instead of NTSC driver, replace "PAL" with 
"NTSC".) 
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10-5. What kind of Video Editing Software works? 



<Video Editing Software> 

Microsoft Standard WDM DV filter drivers captures DV data stream and save as an AVI 
file which consists with original DV data stream. This DV data stream requires 3 .6MB/Sec 
and includes 720x480 resolution video data(NTSC). Also, the file size is restricted up to 
4GB (about 19 minutes). As this captured DV file has a different file format from AVI file 
of Windows3. 1/95, you need special Video Editing Software to open and edit it. 

If you want to edit video, you have two choices. 

1 .)You have to use Video Editing Software which can handle MS D V-AVI2 format. 
2.)You have to use CompressAVI application and convert MS DV-AVI2 format to other formats 
which your Video Editing Software can handle. 



You can use bundled VideoStudio without file format conversion. But current existent Video 
editing software can not treat MS DV-AVI2 format file. So, you need file format conversion 
both before and after editing. 

Adobe Premiere5.1 

You have to update your Premiere to 5 . 1 c. 5.1c updater is available at www.adobe.com . 
MediaStudio Pro 6.0,MGI VideoWavelll can handle MS DV-AVI2 format. 
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11. Registration and Tech-Support 



11-1. How to Register 

We highly recommend to register yourself as our customer through our on-line registration. 

1 . On the Internet, access our site (http://www.ratocsystems.com/english/) 

2 . Follow window menu guide to register. 

3 . Fill out and submit the registration form. 

11-2. Software Update and Support 

-Software Update- 

The latest driver and application software are subject to change for improvement or bug fix. You 
can download the latest version from our web site. 
(http://www.ratocsystems.com/english/) 

-Technical Support- 

You can get a Tech support from RATOC at the following. 
(Open Monday - Friday,9:30A.M. to 5:00P.M.(PST)) 
RATOC Systems Internationaflnc. Tech support 

Address: 1933 O' Toole Avenue Suite A 109 
SanJose, CA 95131, U.S.A. 

Phone : (408)955-9400 

Fax : (408)955-9402 

E-mail : int-support@rexpccard.co.jp 

Web : http://www.ratocsystems.com/english/ 



NOTE 

Please include the following information: 

•Our product name, serial number, and product description 

•Host Computer Name, Windows version 

•Application software/driver version 
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11-3. System Requirements 



•One PCI slot 

•Windows98/Windows98 Second Edition/Windows2000/Windows Me 

•Pentium II 300MHz or faster 

•At least 64 MB memory 

•High performance AGP Graphic Board 

•High performance Sound Board 

•High performance DMA enabled Hard Disk Drive 

•Sufficient Hard Disk space for video capture ( 1 second DV video = 3 .6MB) 

If your PC can not have sufficient specifications above, Video motion and audio may get choppy. 



ll-4.Restrictions 

•It is necessary for you to use sufficient Hard Disk space and Hard Disk sustained data 

write rate for video capture ( DV data/1 second = 3.6 MB) 
•It is necessary for you to connect internal power connector embedded on the PCIFW1U to a 
power connector available in your PC when you connect devices which require power supply. 
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12. Specifications 



Product Name :PCIFW1U IEEE1394 PCI Board 
Transfer :32 Bit Bus Master(PCI Local Bus 2. 1 Compliant) 
Data Transfer Rate : 100/200/400Mbps 

Operating Environment : 
Temperature : 0C°(32F°) - 55C°(13 1F°) 
Relative humidity: 20-80%(Non-condensing) 

Connectors : 

1 x IEEE 13 94 6p connector 

2 x DV 4p connector 

1 x power input connector 

Features 

*IEEE1394.1995,1394.acompliantPHY chip included 
*OHCI 1 .0 compliant link layer chip included 
♦Available 400 Mbps 1394 Bus speed 

* Fully compatible with Windows 98 pre-installed standard device driver 

* Video/Still image capture software included 
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Appendix 



Trademarks 

-Windows is a registered trademark of Microsoft Corporation. 
-Sony Corporation has a original copyright of SONYDVCR.SYS. 

-Other brand and product names may be registered trademarks or trademarks of their respective holders. 



I) FCC Statement 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of 
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee 
that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to 
correct the interference by one or more of the following measures: 

(1) Reorient or relocate the receiving antenna. 

(2) Increase the separation between the equipment and receiver. 

(3) Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

(4) Consult the dealer or an experienced radio/TV technician for help. 

Changes or modifications not expressly approved by the party responsible for compliance may result in this unit not 
complying with FCC Rules Part 15. 

II) CE Statement 

This device complies with EN55022(class B) and EN50082-1. 
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